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I-Introduction

Today, gas detection's importance, by using metal oxide materials, is connected to its low cost and its domain of applications which is as well wide as varied. Most of metal oxide gas detectors on the market use a microhotplate mainly based on polysilicon heater and SnO 2 or WO 3 as sensitive element. Studies led to those commercial sensors have shown their poor performances in term of stability, sensitivity and selectivity, essentially due to two main drawbacks: the sensor performances are not stable because of drift phenomena at the sensing layer level (an increase of the mean grain size [START_REF] Ménini | Synthesis and use of a novel SnO2 nanomaterial for gas sensing[END_REF] of polycrystalline SnO 2 obtained by standard methods) and at the polysilicon heater level (resistance drift) at high operating temperatures (450°C). Studies led demonstrated that SnO 2 sensitivity for gas detection should be significantly increased with high porosity level and grains smaller of the sensing layer [START_REF] Ménini | Synthesis and use of a novel SnO2 nanomaterial for gas sensing[END_REF][START_REF] Wang | Transition between neck controlled and grain boundary controlled sensitivity of metal oxides gas sensors[END_REF]. Finally, the selectivity of these sensors is poor at constant operating temperature lower than 450°C. Our objective is to develop a new generation of SnO 2 gas sensor with high sensitivity and stability.

II-Performances of the microhotplate

Our gas sensor as describe in [START_REF] Yoboue | Development of a micro-hotplate for different metal oxide gas sensors with high operating temperature[END_REF] -----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------irreversible increasing of power but seems stable at all. -----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------

IV-Performances in gas detection

First tests were achieved to check stability of our sensors after depositing sensitive layer. It corresponds to the resistance responses of our sensors under 3 concentrations (50ppm, 200ppm and 500ppm) of CO and C 3 H 8 at 500°C. First of all, these results shown in Fig5 reveal that the sensors present a very stable basic line response. Sensitivity to CO is approximatively twice higher than C 3 H 8 one. We can also observe a saturation effect for CO concentrations higher than 200ppm. This last point depends mainly on the sensing layer porosity and thickness. 

Figure 6: Example of sensor relative sensitivity under 200ppm of C 3 H 8 in dry atmosphere at different operating temperatures

Another test has been led under an oxidative gas (NO 2 ) and dry air to compare responses of our nanostructured SnO 2 gas sensor with a specific commercial NO 2 -gas sensor. Exposition under gases was achieved for different operating temperature (250°C, 350°C, 450°C and 550°C). Results presented in Fig7 and Fig8 show better performances in term of sensitivity and stability for our gas sensor than the commercial one. In accordance with literature, the better sensitivity is obtained for low operating temperature. ----------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------------- 

V-Conclusion

This article presents our new generation of metal oxide gas sensor using an efficient microhotplate based on Ti/Pt heater in term of mechanical deformation, temperature homogeneity, power consumption, and long term stability at high operating temperature. We have also integrated nanostructured tin oxide as sensitive material. Gas detection tests show better responses in term of sensitivity, of stability at high operating temperature (baseline and response of gas detection) compare to commercial gas sensors.

Moreover, concerning microhotplate, performance tests in pulsed heating mode are in progress. This operating mode is useful to improve sensors selectivity [START_REF] Parret | Improvement of micromachined SnO 2 gas sensors selectivity by optimised dynamic temperature operating mode[END_REF]. We are also working on integration of other nanostructured sensitive materials as ZnO or bilayers by microdrop deposition or inkjet for low cost array of different sensors.
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 12 Figure 1: New gas sensor with microhotplate and drop of nanostructured SnO 2
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 3 Figure 3: TEM image of SnOx/Sn nanoparticles obtained by organometallic route.
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 4 Figure 4: TEM image of SnOx/Sn nanoparticles obtained after specific oxidation

Figure 5 :

 5 Figure 5: Transient Response to CO and C 3 H 8
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 7 Figure 7: Comparison of gas sensitivities of nanostructured SnO 2 gas sensor and a commercial one's to 2ppm of NO 2
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 8 Figure 8: Stability of transient response of nanostructured SnO 2 gas sensor and commercial one's to 2ppm of NO 2

Table 1 :

 1 Gas relative sensitivity of nanostructured SnO 2 to CO and C 3 H 8

		50ppm 200ppm 500ppm
	CO	55%	93%	96%
	C 3 H 8	28%	47%	79%
	Fig6 presents an example of sensitivity
	responses to 200ppm of C	

3 H 8 of our gas sensor in dry atmosphere. This test was led for different operating temperatures from 250°C to 550°C. Results show a better relative sensitivity for the highest operating temperature (550°C). It is twice better than sensitivity at 450°C; that justifies our technology improvements.
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